


The EMMA is placed on the rail behind the mobile 
benches. It pushes the benches forwards by remo-
te control. This eliminates the need for labour-in-
tensive pushing work and saves manpower when
pushing the benches forward. A powerful  
motor ensures that many benches can be pus-
hed at once. The battery capacity enables all-day 
uninterrupted conveying. The housing is made 
of industrial plastic with nylon content, making 
it particularly suitable for greenhouse conditions. 
The EMMA’s compact dimension of only 40 cm in 
length have been made possible by a modern 3D 
printing process.

•	 Two speeds
•	 Soft Start
•	 Dust and waterproof transmitter unit (IP67)
•	 Radio range up to 45 m
                 Depending on local conditions

The EMMA has a pushing force of 600 N. This  
means that benches with a total mass of 2500 kg 
can be pushed. Depending on the condition of the 
system, this value can also be signi�cantly excee-
ded. An option with 900N thrust is also available.

 EMMA 3.0  TYPES

THRUST

CONTROL SYSTEM

•	 Dimensions: 400 x 220 x 265 mm
•	 Weight: 16.5 kg
•	 Motor power: 180 W
•	 On-board voltage: 48 V
•	 Battery capacity: 10 Ah
•	 Battery charge indicator
•	 Professional radio control
•	 Housing made from 3D print in industrial 

quality
•	 Splash-proof from above
•	 Thrust: 600 N

•	 Dimensions: 560 x 220 x 265 mm
•	 Weight: 20.5 kg
•	 Thrust: 900 N

•	 Extended Emma 3.6 to bridge the passages 
in the rails

EMMA 3.4

EMMA 3.6

Also available for the ‘rolling mobile
bench system’ 


